§117.202

[CGD 85-080, 61 FR 911, Jan. 10, 1996, as
amended at 62 FR 51351, Sept. 30, 1997; 62 FR
64305, Dec. 5, 1997]

§117.202 Survival craft—vessels oper-
ating on oceans routes.

(a) Except as allowed by paragraph
(b) of this section, each vessel certifi-
cated to operate on an oceans route in
cold water must be provided with in-
flatable liferafts of an aggregate capac-
ity that will accommodate at least
100% of the total number of persons
permitted on board.

(b) Each vessel certificated to oper-
ate on an oceans route not more than
50 nautical miles offshore in cold water
must be provided with inflatable buoy-
ant apparatus of an aggregate capacity
that will accommodate at least 100% of
the total number of persons permitted
on board.

(c) Each vessel with overnight ac-
commodations certificated to operate
on an oceans route in warm water must
be provided with inflatable buoyant ap-
paratus of an aggregate capacity that
will accommodate at least 100% of the
total number of overnight persons per-
mitted on board.

(d) Where the total number of per-
sons allowed on the COIl exceeds the
total number of overnight persons al-
lowed, the survival craft requirements
contained in paragraph (e) of this sec-
tion apply when not engaged in an
overnight voyage.

(e) Each vessel certificated to oper-
ate on an oceans route in warm water
must be provided with either:

(i) Inflatable buoyant apparatus of an
aggregate capacity that will accommo-
date at least 67% of the total number
of persons permitted on board; or

(ii) Life floats of an aggregate capac-
ity that will accommodate at least
100% of the total number of persons
permitted on board.

§117.204 Survival craft—vessels oper-
ating on coastwise routes.

(a) Each vessel with overnight ac-
commodations certificated to operate
on a coastwise route must be provided
with inflatable buoyant apparatus of
an aggregate capacity that will accom-
modate at least 100% of the total num-
ber of overnight persons permitted on
board.
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(b) Where the total number of per-
sons allowed on the COIl exceeds the
total number of overnight persons al-
lowed, the following survival craft re-
quirements apply when not engaged in
an overnight voyage:

(1) Except as allowed by paragraph
(d) of this section, if operated in cold
water, be provided with inflatable
buoyant apparatus of an aggregate ca-
pacity that will accommodate at least
67% of the total number of persons per-
mitted on board; or

(2) Except as allowed by paragraph
(d) of this section, if operated in warm
water, be provided with life floats of an
aggregate capacity that will accommo-
date at least 100% of the total number
of persons permitted on board.

(c) Each vessel without overnight ac-
commodations certificated to operate
on a coastwise route, must:

(1) Except as allowed by paragraph
(d) of this section, if operated in cold
water, be provided with inflatable
buoyant apparatus of an aggregate ca-
pacity that will accommodate at least
67% of the total number of persons per-
mitted on board; or

(2) Except as allowed by paragraph
(d) of this section, if operated in warm
water, be provided with life floats of an
aggregate capacity that will accommo-
date at least 100% of the total number
of persons permitted on board.

(d) Each vessel certificated to oper-
ate on a coastwise route within three
miles of land, and equipped with an
FCC type accepted Category 1 406 MHz
EPIRB installed to float free and auto-
matically activate, may be provided
with life floats of an aggregate capac-
ity that will accommodate at least 50%
of the total number of persons per-
mitted on board.

§117.205 Survival craft—vessels oper-
ating on limited coastwise routes.

(a) Except as allowed by paragraphs
(b), (c) and (d) of this section, each ves-
sel certificated to operate on a limited
coastwise route shall be provided with
the survival craft required by 8§§117.204
(a) through (d) of this part, as applica-
ble.

(b) Each vessel without overnight ac-
commodations operating in cold water,
between two points, with a set schedule
on a specific route that maintains a 15

350



